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3.3.2 2ch

D1 2ch

RCA S/PDIF TOSLINK S/PDIF

XLR AES/EBU CH LINK

2ch L/R 2ch

2 Ls/ Rs C/Sub

D1 SACD DSD 44.1kHz/16bit PCM

2ch

3.3.2.1 AES/EBU RCA TOSLINK

3 AES/EBU S/PDIF RCA TOSLINK

44.1kHz/16bit D1 SACD DSD 44.1kHz/16bit PCM

3.3.2.2 CH LINK 

CH LINK

D1 C1 D/A CH LINK

CH LINK

DSD PCM 768kHz CH LINK SACD

DSD
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3.3.3

D1

RCA

XLR

L/R 2ch

2 Ls/Rs C/Sub

2ch

3.3.4

D1

RCA

XLR

2 L/R L/R 2ch

2 Ls/Rs C/Sub

2ch
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3.3.4

C1 D/A CH

1 2 D1 VCXO PLL

D1 +/ - 2.5

3.3.4.1BNC

D1

BNC

44.1 48 88.2 96 176.4 196 kHz 22.5792 24.576MHz DSD 2.8224 

MHz 100 kHz 10 MHz C1

DAC D1

3.3.4.2 BNC

2 BNC D1

D1

D1

3.3.5

3.3.6

X1 D1 X1 D1

D1
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4.1.2
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[       ]
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4.2.2
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D1

]/[ ]

[ ] [ ]

]

D1

D1 SETUP>>AUDIO SETTING
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]

é

][ ]

é

][ ] é

[ ]
AUDIO SETTING>>PHASE POLARITY

[ ]

]

AUDIO SETTING>>PHASE POLARITY AUDIO SETTING

]

][ ]

[ ]

D/A
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4.3

D1
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D1

4.3.1

4.3.1.1

D1 SETUP>>AUDIO SETTING

- MUTE /

- PHASE POLARITY

- CLOCK SOURCE

- ACTIVE OUTPUT DIGITAL_OUT 

- DISC LAYERSACD

- REPEAT MODE

- DAC PCM FILTERPCM

ANALOG_OUT

- DAC DSD FILTERDSD

ANALOG_OUT

MUTE Muted

Unmuted

PHASE POLARITY In Phase

Out of Phase

CLOCK SOURCE Internal Clock

Synchro BNC(Hi- Z)

AUDIO SETTING

DISPLAY SETTING

SHORTCUTS

FACTORY SETTING

INSTALLED OPTIONS
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ACTIVE OUTPUT CH- LINK L/R

AES- EBU L/R

RCA S/PDIF L/R

TOSLINK S/PDIF L/R

CH- LINK Ls/Rs

AES- EBU Ls/Rs

RCA S/PDIF Ls/Rs

TOSLINK S/PDIF Ls/Rs

CH- LINK C/Sub

AES- EBU C/Sub

RCA S/PDIF C/Sub

TOSLINK S/PDIF C/Sub

DIGITAL_OUT

/

Ls/Rs C/Sub

DISC LAYER Multichannel SACD

Stereo SACD

Stereo CD

D1
SACD

D1 2ch

SACD D1
DISC LAYER

D1 SACD

REPEAT MODE Normal

Repeat track

Repeat all

DAC PCM FILTER

PCM

Min P. low ringing

Min P. apodising

Min P. sharp

Linear P. apodising

Linear P. sharp

ANALOG_OUT PCM

Min P.
Linear P.

DAC DSD FILTER

DSD

Min P.

Linear P. low ringing

Linear P. trade- off

Linear P. sharp

ANALOG_OUT DSD

Min P.
Linear P.
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4.3.1.2

D1 SETTING>>DISPLAY SETTING

- TIME INFO

- DISPLAY ON/OFF

- LED ON/OFF LED

- BRIGHTNESS CDCD

- COLOR CDCD

- BRIGHTNESS SACDSACD

- COLOR SACDSACD

TIME INFO Track

Track remain

Disc

Disc remain

DISPLAY ON/OFF On

Off LED

LED ON/OFF

LED 

On

Off LED
LED

LED

LED

BRIGHTNESS CD

CD 

10%

20%

30%

...

90%

100%

CD

D1 2

COLOR CD

CD

Predefined colors

Custom color

Edit custom color

CD

RGB
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4.3.1.3

D1 SETUP>>SHORTCUTS

BRIGHTNESS SACD

SACD 

30%

...

90%

100%

SACD

D1 2

COLOR SACD

SACD 

Predefined colors

Custom color

Edit custom color

SACD

RGB

- SHORTCUT 1SHORTCUT#1

- SHORTCUT 2SHORTCUT#2

- SHORTCUT 3SHORTCUT#1

- SHORTCUT 4SHORTCUT#1

- SHORTCUT 5SHORTCUT#1

- SHORTCUT 6SHORTCUT#1

#5
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- FIRMWARE VERSION

- UPDATE FIRMWARE

- RESET ALL SETTING

- SHORTCUTS

- OUTPUT ENABLED

4.3.1.4

D1 SETUP>>FACTORY SETTING D1 D1
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4.3.1.5

D1 SETUP>>OPTIONS

- SYNCHRO

- SLOT 1 1

- SLOT 2 2

- SLOT 3 3

- SLOT 4 4

- MAC ADDRESS MAC

SLOT 1

SLOT 2

SLOT 3

SLOT 4

Digital Out L/R

Digital Out Ls/Rs

Digital Out C/Sub

DAC L/R

DAC Ls/Rs

DAC C/Sub

_

DIGITAL_OUT
ANALOG_OUT 1 DIGITAL_OUT or ANALOG_OUT

_ò

DIGITAL_OUT1 ANALOG_OUT1

SYNCHRO Clock In/Out

_

_ò

D1 SETUP > >  INSTALLED OPTIONS

SLOT 1

SLOT 2
SLOT 3

SLOT 4
MAC ADDRESS

Digital Out L/ R

DAC Ls/ Rs
DAC C/ Sub

- 

 

 

 

 

00-04-A3-12-BF-4B

SYNCHRO Clock In/ Out
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4.4

4.4.1

D1

LED

LED

[ ] [ ] [ ]

[ ] 2
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4.4.2

LED

D1 4

2

4.5

D1 CH C1 D/A D1 C1

CH

4.5.1

1 CH

CH

CLOCKING ERR.ó

BNC 75 C1

[ ] [ ]

/

/
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4.5.2 D1 C1

D1 C1 D/A

D1 D/A

D1 SACD/CD Drive, default setup (1x DIGITAL_OUT)

C1 D/A Controller, default setup (1x DIGITAL_IN)

CH
-LIN

K Cable

D1 D1 C1

D/A

D1clock source: INTERNAL

DAC (e.g. C1) clock source: AUDIO IN
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4.5.3 D C1

D1 C1 C1

D1 D1 C1 C1

D1

D1 SACD/CD Drive, 1x DIGITAL_OUT +  SYNC_IO

CH
-LIN

K Cable

75 O
hm

 BN
C coaxial cable

C1 D/A Controller, 1x DIGITAL_IN +  SYNC_IO

D1 clock source: SYNCHRO BNC 75 Ohm

C1 clock source (for this input): INTERNAL
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4.5.4 D 6 C1 3

D1 6 1 C1 3 )

C1 D1 C1

2 C1 Ls/ Rs C /Sub


